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Old Aerodrome Road Sports Field
The project for the Old Aerodrome Oval was an upgrade to a historical design based on 
a 4-pole configuration for night-time cricket class 5 Level, requiring 300 Lux in the pitch 
zones and 200 Lux in the outfield. The project also required switchable Lux levels for 
different conditions.  Levels for 100 Lux overall, 200 Lux overall, and all lights on at 100% 
for the night-time level competition as specified by the club have been achieved. 

One of the primary challenges with this project was the control of light spill into 
neighbouring residential neighbourhoods. All lights were already mounted at 32m above 
the playing surface and the poles needed to be reused. The project required compliance 
AS4282 for the control of obtrusive lighting to limit any impact on neighbouring properties 
and homes. With one set of homes along Eleventh St and also neighbouring homes along 
the golf course, we had to make sure that compliance was achieved. 

The design consists of 44 of the NOX-SP Sports Lights in the 1260W range in various 
beam angles to achieve the set levels for illuminance and management of spill lighting. 
A major feature of the design, is the control and cut-off in the outer parts of the field and 
no impact from glare and obtrusive light. The installation has no upward tilt of luminaires, 
achieves no upward waste light and dark sky lighting practices. Needless to say, the 
newly illuminated spaces also look much better than before the upgrade. 

By utilising the NOXSP’s high performance features, M-Elec’s certified auditors, project 
lighting design team and M-Elec staff assisting with the on site installation, we have been 
able to overcome all of the challenges to comply with standards,  which resulted in a very 
happy customer.

LOCATION

Old Aerodrome Sporting          
Complex, Mildura, VIC 

SOLUTION

No spill, A-symmetric sports field 
lighting

IK10 & IP66

Various beam angles (15° / 30° / 
60°/ 45° x 95°)

277-480V Input standard multi 
phase 

0-10V dimmable

Full bird protection & anaconda 
included

Products Used 
NOX Sports Field Lighting 

1260W LED Floodlight - ML-NOXSP1260

277-480VAC Power Supply - ML-NOXSP1260-PS

3 Core Cable - ML-NOXSP-CBL3
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