
1. Mark and cut the profile with diffuser to the desired length 
using suitable tools (such as 1mm cutting disc on a side 
grinder).

2. Utilising as many or as few suspension kits as required space 
them evenly along the profile (we suggest 1 per meter).

3. Install the suspension wire (C) into the cylinder base (B) 
ensuring the welded point fits securely into the base 
cylinder(B).

4. Install the square bolt head (A) into the profile spaced evenly 
apart and then spin the base cylinder (B) into the square bolt 
(A) until it locks tightly onto the profile.

5. Mark the ceiling fixing points directly up from the profile 
location ensuring all points are evenly spaced. 

6. Using suitable fixing methods install the top cylinder (E) firmly 
into position. 

7. Thread the suspension wire through the locking pin (D) being 
careful not to thread too much.

8. Adjust the length of all suspension cables until they are even 
and the profile is level. 

9. Install the LED strip into position ensuring the input of the 
strip is at the most suitable end (NOTE: if you prefer to run 
the cable from the strip through the top of the profile, drill the 
hole before installing the strip).

10. Run cables from strip up to ceiling or termination point.

1. Mark and cut the profile with diffuser to the desired length 
using suitable tools (such as 1mm cutting disc on a side 
grinder)

2. You can either pre-drill and direct fix the profile or utilise 
the included surface mounting clips (using as many or few as 
suited to your installation). Always ensure you use the most 
suitable type of fixing method suited to your installation.

3. Install the LED strip into position ensuring the input of the 
strip is at the most suitable end (NOTE: if you prefer to run 
the cable from the strip through the top of the profile, drill the 
hole before installing the strip).

4. Run cables from strip up to termination point.
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Installation instructions

Surface mounted installation instructions

PLEASE FOLLOW INSTRUCTIONS 
FOR CORRECT INSTALLATION:
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